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Jerauld County, South Dakota
Nontechnical Soil Descriptions

Ad - Alwilda Loam

Ad ALWILDA LOAM - The Alwilda series consists of deep, somewhat excessively drained soils
formed in loamy outwash sediments overlying gravelly sand. These soils are on terraces and
glacial outwash plains. Permeability is moderately rapid in the solum and rapid in the
underlying material. This soil has low available water capacity and moderate organic

matter content. Flooding is NONE.

Af — Arlo Loam

Af ARLO LOAM - The Arlo series consists of deep, somewhat poorly drained, poorly drained
and very poorly drained soils formed in loamy alluvium overlying stratified sand and

gravel on glacial outwash plains. Permeability is moderate in the solum and rapid in the
underlying sand and gravel. This soil has moderate available water capacity and moderate
organic matter content. Flooding is OCCAS.

Ar - Artesian Silty Clay

Ar ARTESIAN SILTY CLAY - The Artesian series consists of deep, moderately well or somewhat
poorly drained soils within glacial outwash plains. They formed in clayey glaciolacustrine
sediments. Permeability is slow or very slow. This soil has moderate available water

capacity and moderate organic matter content. Flooding is RARE.

At - Artesian—-Bullcreek Complex

At ARTESIAN-BULLCREEK COMPLEX - The Artesian series consists of deep, moderately well or
somewhat poorly drained soils within glacial outwash plains. They formed in clayey
glaciolacustrine sediments. Permeability is slow or very slow. This soil has moderate

available water capacity and moderate organic matter content. Flooding is NONE.

At ARTESIAN-BULLCREEK COMPLEX - The Bullcreek series consists of deep, well drained and
moderately well drained soils formed in clayey alluvium on upland valleys, alluvial fans

and stream terraces. Permeability is very slow. This soil has moderate available water

capacity and moderate organic matter content. Flooding is NONE.

Av — Artesian—Durrstein Variant Complex

Av ARTESIAN-DURRSTEIN VARIANT COMPLEX - The Artesian series consists of deep, moderately
well or somewhat poorly drained soils within glacial outwash plains. They formed in clayey
glaciolacustrine sediments. Permeability is slow or very slow. This soil has moderate

available water capacity and moderate organic matter content. Flooding is NONE.

Av ARTESIAN-DURRSTEIN VARIANT COMPLEX - The Durrstein Variant consists of very deep,
somewhat poorly drained soils formed in clayedy alluvial sediments on floodplains. This

soil has moderate available water capacity and moderate organic matter content. Flooding

is RARE.

Ba — Baltic Silty Clay

Ba BALTIC SILTY CLAY - The Baltic series consists of very deep, poorly drained and very
Poorly drained soils formed in clayey alluvial sediments in depressions and on bottom

nds. Permeability is slow. This soil has moderate available water capacity and high
organic matter content. Flooding is OCCAS.

BdA - Beadle Loam, 0 To 2 Percent Slopes

BdA BEADLE LOAM, 0 TO 2 PERCENT SLOPES - The Beadle series consists of deep, well drained
soils formed in glacial till. These upland soils have moderately slow or slow

permeability. This soil has high available water capacity and moderate organic matter

content. Flooding is NONE.

BdB — Beadle Loam, 2 To 6 Percent Slopes

BdB BEADLE LOAM, 2 TO 6 PERCENT SLOPES - The Beadle series consists of deep, well drained
soils formed in glacial till. These upland soils have moderately slow or slow

permeability. This soil has high available water capacity and moderate organic matter

content. Flooding is NONE.

BgB - Beadle-Jerauld—Dudley Complex, 1 To 5 Percent Slopes

BgB BEADLE-JERAULD-DUDLEY COMPLEX, 1 TO 5 PERCENT SLOPES - The Beadle series consists of
dee[), well drained soils formed in %Iacial till. These upland soils have moderately slow

or slow permeability. This soil has high available water capacity and moderate organic

matter content. Flooding is NONE.

BgB BEADLE-JERAULD-DUDLEY COMPLEX, 1 TO 5 PERCENT SLOPES - The Jerauld series consists of
very deep, moderately well or somewhat poorly drained soils formed in glacial till on

uplands. Permeability is slow or very slow. This soil has moderate available water

capacity and moderate organic matter content. Flooding is NONE.

BgB BEADLE-JERAULD-DUDLEY COMPLEX, 1 TO 5 PERCENT SLOPES - The Dudley series consists of
deep, moderately well and somewhat poorly drained soils formed in glacial till on uplands.

Permeability is slow or very slow. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.
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Bl B — Beadl e-Lane Conplex, 1 To 5 Percent Sl opes

Bl B BEADLE-LANE COWPLEX, 1 TO 5 PERCENT SLOPES - The Beadl e series consists of deeP wel |
drained soils forned in glacial till. These upland soils have noderately slow or ow
permeability. This soil has high avai | abl e wat er capacity and noderate organic matter
content. Flooding is NONE.

Bl B BEADLE-LANE COVPLEX, 1 TO 5 PERCENT SLOPES - The Lane series consists of deep, well
drai ned and noderately well drained soils formed in |ocal clayey alluviumon foot slopes,
fans, and streamterraces. These soils have noderately slow or slow perneability. This
soil has high avail able water capacity and high organic matter content. Flooding is NONE

BnmD - Betts-Ethan Loans, 6 To 40 Percent Sl opes, Stony

BnmD BETTS-ETHAN LOAMS, 6 TO 40 PERCENT SLOPES, STONY - The Betts series consists of very
deep, well drained soils formed in glacial till. Pernmeability is noderate in the uBPer
part and noderately slow in the underlying glacial till. This soil has high availa

wat er capacity and noderate organic nmatter content. Flooding is NONE.

BmD BETTS-ETHAN LOAMS, 6 TO 40 PERCENT SLOPES, STONY - The Et han series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabi lity in the solum
and noderately slow perneability in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

BoE - Betts-Ethan Loans, 15 To 40 Percent Sl opes

BoE BETTS-ETHAN LOAMS, 15 TO 40 PERCENT SLOPES - The Betts series consists of very deep,
wel | drained soils formed in glacial till. Perneability is noderate in the upper part and
nmoderately slow in the underlying glacial till. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

BoE BETTS-ETHAN LOAMS, 15 TO 40 PERCENT SLOPES - The Ethan series consists of deep, well
drained soils formed in glacial till. The?/ have noderate perneability in the solum and
nmoderately slow perneability in the under ying material. This soil has high avail able

wat er capacity and noderate organic matter content. Fl oodi ng i s NONE

Br - Bon Loam

Br BON LOAM - The Bon series consists of deep, well drained and noderately well drained
soils formed in alluviumon bottomlands of the glacial till plain. Perneability is
noderate. This soil has high avail abl e water capacity and high organic matter content.
Fl oodi ng i s RARE.

Bv - Bon Loam Channel ed

Bv BON LOAM CHANNELED - The Bon series consists of deep, well drained and rroderatel?/ wel |
drained soils formed in alluviumon bottomlands of the glacial till plain. Pernmeabilit

is nmoderate. This soil has high avail abl e water capacity and high organic matter content
Fl oodi ng i s FREQ

CdB - Canni ng-Del nont Loans, 2 To 6 Percent Sl opes

CdB CANNI NG-DELMONT LOAMS, 2 TO 6 PERCENT SLOPES - The Canning series consists of well
drained soils formed in Ioarry material on terraces and outwash plains that are noderately
deep over sand and gravel. Perneability is noderate through the solumand rapid in the
underlying material. This soil has npderate avail able water capacity and noderate organic
matter content. Flooding is NONE

CdB CANNI NG-DELMONT LOAMS, 2 TO 6 PERCENT SLOPES - The Del nont series consists of ver?/
deep, sonewhat excesswely drained soils formed in |oany alluviumover sand and gravel on
outwash plains and terraces. Perneability is nbpderately rapid or nbderate in the solum and
rapid in the underlying sand and gravel. This soil has | ow avail abl e water capacity and
noderate organic matter content. Flooding is NONE

Cm- Canp Silty Cay Loam

Cm CLAMO SILTY CLAY LOAM - The O anp series consists of deep, somewhat poorly drained,

poorly drained, and verﬁ poorI?/ drained soils formed in clayey alluviumon bottom|l ands.
i

Permeability is slow This soil has high avail able water capacity and high organic matter
content. Flooding is OCCAS.
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CpB - C arno-Et han-Prosper Loans, 1 To 5 Percent Sl opes

CpB CLARNO-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The C arno series consists of
deep, well drained or noderately well drained soils formed in glacial till on uplands.
Perneability is noderate in the solum and noderately slowin the underlying material. This
soil has high avail able water capacity and noderate organic matter content. Flooding is
NONE.

CpB CLARNO-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabi lity in the solum
and noderately slow pernmeability in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

CpB CLARNO-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Prosper series consists of
very deep, noderately well drained soil forned in glacial till on uplands. Perneability is
nmoderate in the solumand nmoderately slow in the underlying material. This soil has high
avai |l abl e water capacity and high organic natter content. Flooding is NONE.

CpC - C arno-Et han-Prosper Loans, 2 To 9 Percent Sl opes

CpC CLARNO-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The C arno series consists of
deep, well drained or noderately well drained soils formed in glacial till on uplands.
Perneability is noderate in the solum and noderately slowin the underlying material. This
soi|l has high avail abl e water capacity and noderate organic matter content. Flooding is
NONE.

CpC CLARNO-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabi lity in the solum
and noderately slow pernmeability in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

CpC CLARNO-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Prosper series consists of
very deep, noderately well drained soil forned in glacial till on uplands. Perneability is
nmoderate in the solumand nmoderately slow in the underlying material. This soil has high
avai |l abl e water capacity and high organic natter content. Flooding is NONE.

CrA - Carno-Prosper Loams, 0 To 2 Percent Sl opes

Cr A CLARNO-PROSPER LOAMS, 0 TO 2 PERCENT SLOPES - The Clarno series consists of deep, well
drained or noderately well drained soils fornmed in glacial till on uplands. Perneability
is moderate in the solum and noderately slow in the underlying material. This soil has

hi gh avail abl e water capacity and noderate organic matter content. Flooding is NONE

Cr A CLARNO-PRCSPER LOAMS, 0 TO 2 PERCENT SLOPES - The Prosper series consists of very
deep, moderately well drained soil forned in glacial till on uplands. Pernmeability is
noderate in the solum and noderately slow in the underlying material. This soil has high
avai l abl e water capacity and high organic natter content. Flooding is NONE.

DaA - Davis Loam 0 To 2 Percent Sl opes

DaA DAVIS LOAM 0 TO 2 PERCENT SLOPES - The Davis series consists of deep, well drained
and noderately well drained soils formed in | oa sedi nents on foot slopes, fans and hi gh
bottom |l ands. Perneability is noderate. This soil has high avail able water capacity and
high organic matter content. Flooding is NONE.

DaB - Davis Loam 2 To 9 Percent Sl opes

DaB DAVIS LOAM 2 TO 9 PERCENT SLOPES - The Davis series consists of deep, well drained
and noderately well drained soils formed in |oa sedi nents on foot slopes, fans and hi gh
bottom |l ands. Perneability is noderate. This soil has high avail able water capacity and
high organic matter content. Flooding is NONE.

Dc - Davi son Loam

Dc DAVI SON LOAM - The Davi son series consists of deep, noderately well drained soils
formed in stratified glacial neltwater sedinents or glacial till on uplands. Perneability
is moderate in the solum and noderate or noderately slowin the underlying material. This
soil has high available water capacity and noderate organic matter content. Flooding is
NONE.

DeC - Del nont Loam 6 To 9 Percent Sl opes

DeC DELMONT LOAM 6 TO 9 PERCENT SLOPES - The Del nont series consists of very deep,
somewhat excessively drained soils forned in | oany alluviumover sand and gravel on
outwash plains and terraces. Perneability is noderately rapid or noderate in the solum and
rapid in the underlying sand and gravel. This soil has | ow avail able water capacity and
nmoderate organic natter content. Flooding is NONE.
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DgA - Del nont —Enet Loams, O To 2 Percent Sl opes

DgA DELMONT-ENET LQCAMS, 0 TO 2 PERCENT SLOPES - The Del nont series consists of very deep,
somewhat excessively drained soils forned in | oany alluviumover sand and gravel on
outwash plains and terraces. Pernmeability is noderately rapid or noderate in the sol um and
rapid in the underlying sand and gravel. This soil has | ow avail abl e water capacity and
noderate organic matter content. Fl ooding is NONE.

DgA DELMONT-ENET LCAMS, 0 TO 2 PERCENT SLOPES - The Enet series consists of deep, well
drained soils forned in | oany sedinents and the underlying stratified sand and gravel on
the gl acial outwash plain. Perneabili tﬁ is nmoderate in the solumand rapid in the
underlying sand and gravel. This soil has npderate avail able water capacity and noderate
organi ¢ matter content. Flooding is NONE.

DkD - Del nont —-Et han Loans, 9 To 20 Percent Sl opes

DkD DELMONT-ETHAN LOAMS, 9 TO 20 PERCENT SLOPES - The Del nont series consists of very
deep, sonewhat excessively drained soils forned in |oany alluviumover sand and gravel on
outwash plains and terraces. Perneability is noderately rapid or noderate in the solum and
rapid in the underlying sand and gravel. This soil has | ow avail abl e water capacity and
noderate organic matter content. Fl ooding is NONE

DkD DELMONT-ETHAN LOAMS, 9 TO 20 PERCENT SLOPES - The Ethan series consists of deep, well
drained soils forned in glacial till. The?/ have noderate perneability in the solum and
nmoderately slow perneability in the underlying material. This soil has high avail able

wat er capacity and noderate organic nmatter content. Flooding is NONE.

DD - Del nont -Tal o Loans, 9 To 20 Percent Sl opes

DD DELMONT-TALMO LOAMS, 9 TO 20 PERCENT SLOPES - The Del nont series consists of very
deep, sonmewhat excessively drained soils forned in |oany alluviumover sand and gravel on
outwash plains and terraces. Pernmeability is noderately rapid or noderate in the sol um and
rapid in the underlying sand and gravel. This soil has | ow avail abl e water capacity and
noderate organic matter content. Fl ooding is NONE

DD DELMONT-TALMO LOAMS, 9 TO 20 PERCENT SLOPES - The Tal np series consists of very deeﬁ,
excessivel y drained soils formed in sand and gravel outwash sediments on gl acial outwas

pl ains and noraines. Perneability is rapid. This soil has | ow avail abl e water capacity and
noderate organic matter content. Flooding is NONE

DpA - Dudl ey-Jerauld Conplex, O To 3 Percent Sl opes

DpA DUDLEY-JERAULD COWPLEX, 0 TO 3 PERCENT SLOPES - The Dudl e?/ series consists of deep,
noderately well and sonmewhat poorly drained soils formed in glacial till on uplands.
Perneability is slow or very slow This soil has high avail able water capacity and
noderate organic matter content. Flooding is NONE

DpA DUDLEY-JERAULD COWVPLEX, 0 TO 3 PERCENT SLOPES - The Jeraul d series consists of very
deep, moderately well or sonmewhat poorly drained soils formed in glacial till on uplands.
Perneability is slow or very slow This soil has noderate avail able water capacity and
noderate organic matter content. Flooding is NONE

Du - Durrstein Silt Loam

Du DURRSTEIN SILT LOAM - The Durrstein series consists of very deep, poorly drained soils
formed in cl a?/ey alluviumon flood plains and broad flats. These soils have very slow or
sl ow perneability. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is OCCAS.

Dx — Durrstei n—-Egas Conpl ex

Dx DURRSTEI N-EGAS COVPLEX — The Durrstein series consists of very deep, poorI% dr ai ned
soils formed in cl a%e?/ al luviumon flood plains and broad flats. These soils have very
slow or slow perneability. This soil has npbderate avail able water capacity and noderate
organic matter content. Flooding is OCCAS.

Dx DURRSTEI N-EGAS COVPLEX - The Egas series consists of very deeP poorly or very poorly
drained slowy perneable soils formed in alluvium They are on flood plains and have

sl opes of less than 2 percent. This soil has noderate avail abl e water capacity and
noderate organic matter content. Flooding is OCCAS.

Dz - Durrstein Variant-Artesi an Conpl ex

Dz DURRSTEI N VARI ANT-ARTESI AN COMPLEX — The Durrstein Variant consists of very deep,
somewhat poorly drained soils formed in clayey alluvial sedinents on floodplains. This
soil has noderate avail abl e water capacity and noderate organic nmatter content. Flooding

i s RARE.

Dz DURRSTEI N VARI ANT-ARTESI AN COWLEX - The Artesian series consists of deep, noderately
wel | or sonewhat poorly drained soils within glacial outwash plains. They fornmed in clayey
gl aci ol acustrine sedinents. Perneability is slow or very slow. This soil has noderate
avail abl e water capacity and noderate organic matter content. Flooding is RARE.
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EaB - Eaki n—-Et han-Onita Conplex, 2 To 6 Percent Sl opes

EaB EAKI N-ETHAN-ONI TA COMPLEX, 2 TO 6 PERCENT SLOPES - The Eakin series consists of very
deeP wel | drained soils formed in a silty mantle overlﬁl ng glacial till. These upland
soils have noderately slow perneability. This soil has high available water capacity and
noderate organic matter content. Flooding is NONE

EaB EAKI N-ETHAN-ONI TA COMPLEX, 2 TO 6 PERCENT SLOPES - The Et han series consists of deep,
wel | drained soils formed in gI acial till. They have noderate ﬁermeabi lity in the solum
and noderately slow pernmeability in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

EaB EAKI N-ETHAN-ONI TA COMPLEX, 2 TO 6 PERCENT SLOPES - The Onita series consists of very
deep, well and noderat eIK wel | drained soils formed in local alluviumminly on

f oot sl opes. These soils have noderately slow and slow perneability. This soil has high
avai l abl e water capacity and high organic natter content. Flooding is NONE.

EnA - Enet Loam O To 2 Percent Sl opes

EnA ENET LOAM 0 TO 2 PERCENT SLOPES - The Enet series consists of deep, well drained
soils formed in | oany sedinments and the underlying stratified sand and gravel on the

gl aci al outwash plain. Perneability is noderate in the solumand rapid in the underlying
sand and gravel. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is NONE

EpB - Enet -Del nront Loanms, 2 To 6 Percent Sl opes

EpB ENET-DELMONT LQAMS, 2 TO 6 PERCENT SLOPES - The Enet series consists of deep, well
drained soils forned in | oany sedinents and the underlying stratified sand and gravel on
the gl acial outwash plain. Perneabili t% is noderate in the solumand rapid in the
underlying sand and gravel. This soil has npderate available water capacity and noderate
organi ¢ matter content. Flooding i s NONE.

EpB ENET-DELMONT LQAMS, 2 TO 6 PERCENT SLOPES - The Del nont series consists of very deep,
somewhat excessively drained soils forned in | oany alluviumover sand and gravel on
outwash plains and terraces. Perneability is noderately rapid or noderate in the solum and
rapid in the underlying sand and gravel. This soil has | ow avail abl e water capacity and
noderate organic matter content. Fl ooding is NONE

EtD - Et han-Betts Loans, 9 To 20 Percent Sl opes

Et D ETHAN-BETTS LOAMS, 9 TO 20 PERCENT SLOPES - The Ethan series consists of deep, well
drained soils formed in glacial till. The?/ have noderate perneability in the solum and
noderately slow perneability in the under ying material. This soil has high avail able

wat er capacity and noderate organic matter content. Fl oodi ng i s NONE.

Et D ETHAN-BETTS LOAMS, 9 TO 20 PERCENT SLOPES - The Betts series consists of very deep,
wel | drained soils formed in glacial till. Perneability is noderate in the upper part and
noderately slow in the underlying glacial till. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

Fa - Farmswort h—-Artesi an Conpl ex

Fa FARVBWORTH-ARTESI AN COVWPLEX - The Farnsworth series consists of deep, somewhat poorly
drai ned soils that have dense conpact subsoils. These soils formed in clayey

gl aciol acustrine and alluvial sediments within glacial outwash plains. Perneability is
slow or very slow. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is RARE.

Fa FARVBWORTH-ARTESI AN COVWPLEX - The Artesian series consists of deep, noderately well or
somewhat poorly drained soils within glacial outwash plains. They formed in clayey

gl aci ol acustrine sedinents. Perneability is slow or very slow. This soil has noderate
avai |l abl e water capacity and noderate organic matter content. Flooding is RARE.

Fd - Farmswort h—-Lane Conpl ex

Fd FARVBWORTH-LANE COMPLEX - The Farmsworth series consists of deep, somewhat poorly
drained soils that have dense conpact subsoils. These soils fornmed in clayey

gl aciolacustrine and alluvial sediments within glacial outwash plains. Perneability is
slow or very slow. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is RARE

Fd FARMSWORTH-LANE COWMPLEX - The Lane series consists of deeP wel | drained and noderately
wel | drained soils formed in |ocal clayey alluviumon foot slopes, fans, and stream
terraces. These soils have noderately slow or slow perneability. This soil has hi gh

avai | abl e water capacity and high organic matter content. Flooding is RARE

Fe - Fedora Loam
Fe FEDORA LOAM - The Fedora series consist of deep, Po_orl y drained soils forned in sandy
gl aci al outwash materials on the glacial meltwater plains. Pernmeability is noderately

rapid in the upg part and rapid in the underlying sand and gravel. This soil has
nmoder ate avail abl e water capacity and noderate organic matter content. Flooding is NONE
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GoD - Gettys—-Peno Conplex, 9 To 20 Percent Sl opes

GoD CGETTYS-PENO COVPLEX, 9 TO 20 PERCENT SLOPES - The CGettys series consists of deep or
very deep, well drained soils forned in glacial till on uplands. The soils have noderately
sl ow perneability. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is NONE

GoD CGETTYS-PENO COVPLEX, 9 TO 20 PERCENT SLOPES - The Peno series consists of very deep,
wel | drained soils formed in glacial till on uplands. The soils have noderately slow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE

HaB - Hand-Et han—-Prosper Loans, 1 To 5 Percent Sl opes

HaB HAND-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Hand series consists of deep,
wel |l drained soils formed in stratified | oany glacial neltwater sediments on upl ands.
Perneability is noderate. This soil has high available water capacity and noderate organic
matter content. Flooding is NONE

HaB HAND-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabi lity in the solum
and noderately slow pernmeability in the underlying material. This soil has high avail able
wat er capacity and noderate organic nmatter content. Flooding is NONE.

HaB HAND-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Prosper series consists of very
deep, noderately well drai ned soil formed in glacial till on uplands. Perneability is
nmoderate in the solumand nmoderately slow in the underlying material. This soil has high
avai l abl e water capacity and high organic natter content. Fl ooding i s NONE.

HaC - Hand-Et han—-Prosper Loans, 2 To 9 Percent Sl opes

HaC HAND-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Hand series consists of deep,
wel |l drained soils formed in stratified | oany glacial meltwater sediments on upl ands.
Perneability is noderate. This soil has high available water capacity and noderate organic
matter content. Flooding is NONE

HaC HAND-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabl lity in the solum
and noderately slow perneability in the under | ying material . is soil has high avail able
wat er capacity and noderate organic nmatter content. Flooding is NONE.

HaC HAND-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Prosper series consists of very
deep, noderately well drai ned soil formed in glacial till on uplands. Perneability is
nmoderate in the solumand nmoderately slow in the underlying material. This soil has high
avai l abl e water capacity and high organic nmatter content. Fl ooding i s NONE.

HcA - Hand-Prosper Loams, O To 3 Percent Sl opes

HcA HAND-PROSPER LOAMS, 0 TO 3 PERCENT SLOPES - The Hand series consists of deep, well
drained soils forned in stratified | oanmy glacial neltwater sedinents on upl ands.
Perneability is noderate. This soil has high available water capacity and noderate organic
matter content. Flooding is NONE

HcA HAND-PROSPER LOAMS, 0 TO 3 PERCENT SLOPES - The Prosper series consists of very deep,
rroderatel?/ wel | drained soil formed in glacial till on uplands. Perneabili t% i s noderate
in the solum and noderately slowin the underlying material. This soil has high avail able
wat er capacity and high organic matter content. Flooding is NONE

HeB - Henkin Loam 1 To 5 Percent Sl opes

HeB HENKIN LOAM 1 TO 5 PERCENT SLOPES - The Henki n series consists of very deep, |
drained soils forned in glacial meltwater Posits on upl ands. They have npderately r
permeability. This soil has noderate avail able water capacity and noderate organic nma
content. Flooding is NONE.

I
api d
tter

Hf D — Henkin Variant Sandy Loam 6 To 40 Percent Sl opes

Hf D HENKI N VARI ANT SANDY LOAM 6 TO 40 PERCENT SLOPES - The Henkin Variant soils consists
of very deep, excessively drained soils formed in sandy materials on uplands. This soil
has | ow aval |l abl e water capacity and | ow organic matter content. Flooding is NONE.

HhA - Hi ghnore-Onita Silt Loans, 0 To 3 Percent Sl opes

HhA H GHMORE-ONI TA SILT LOAMS, 0 TO 3 PERCENT SLOPES - The Hi ghnore series consists of
very deeP wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

HhA H GHMORE-ONI TA SILT LOAMS, 0 TO 3 PERCENT SLOPES - The Onita series consists of very
deep, well and noder at eI% wel | drained soils formed in local alluvium mainl y on

f oot sl opes. These soils have noderately slow and slow perneability. This soil has high
avai | abl e water capacity and high organic matter content. Flooding is NONE
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H A - Homme-Oni t a-Beadl e Conpl ex, 0 To 2 Percent Sl opes

H A HOMMVE-ONI TA-BEADLE COWPLEX, 0 TO 2 PERCENT SLOPES - The Homme series consists of deep,
wel | and rroderatelt/) wel | drained soils formed in silty sedinments over |oany glacial drift
on upl ands. Permeability is nobderately slow. This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE

H A HOMVE-ONI TA-BEADLE COWPLEX, 0 TO 2 PERCENT SLOPES - The Onita series consists of very
deep, well and noderat eIK wel | drained soils formed in local alluviumminly on

f oot sl opes. These soils have noderately slow and slow perneability. This soil has high
avai |l abl e water capacity and high organic matter content. Flooding is NONE.

H A HOMWE-ONI TA-BEADLE COVPLEX, 0 TO 2 PERCENT SLOPES - The Beadl e series consists of
deep, well drained soils fornmed in glacial till. These upland soils have noderately sl ow
or slow perneability. This soil has high avail abl e water capacity and noderate organic
matter content. Flooding is NONE

HpB - Homme-Peno Conplex, 2 To 6 Percent Sl opes

HpB HOMME-PENO COVPLEX, 2 TO 6 PERCENT SLOPES - The Homme series consists of deep, well
and noderately well drained soils formed in silty sedinments over |oany glacial drift on
upl ands. Perneability is noderatel ?/ slow. This soil has high avail abl e water capacity and
noderate organic matter content. Fl ooding is NONE.

HpB HOMME-PENO COVPLEX, 2 TO 6 PERCENT SLOPES - The Peno series consists of very deep,
wel | drained soils formed in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail abl e water capacity and noderate organic matter
content. Flooding is NONE.

HpC - Homme-Peno Conplex, 6 To 9 Percent Sl opes

HpC HOMME-PENO COVMPLEX, 6 TO 9 PERCENT SLOPES - The Homme series consists of deep, well
and noderately well drained soils formed in silty sedinents over loany glacial drift on
upl ands. Perneability is noderatel ?/ slow. This soil has high avail able water capacity and
noderate organic matter content. Fl ooding is NONE.

HpC HOMME-PENO COVMPLEX, 6 TO 9 PERCENT SLOPES - The Peno series consists of very deep,
wel | drained soils formed in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE.

Hr A - Houdek-Dudl ey Conplex, 0 To 3 Percent Sl opes

Hr A HOUDEK-DUDLEY COWVPLEX, 0 TO 3 PERCENT SLOPES - The Houdek series consists of deep,
wel | drained soils formed in glacial till on uplands. Perneability is noderate in the
sol um and noderately slow in the underlying material. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

Hr A HOUDEK-DUDLEY COVPLEX, 0 TO 3 PERCENT SLOPES - The Dudl ey series consists of deep,
noderately well and sonewhat poorly drained soils formed in glacial till on uplands.
Perneability is slow or very slow This soil has high avail able water capacity and
noderate organic matter content. Flooding is NONE

Ht B - Houdek-Dudl ey-Jeraul d Conplex, 2 To 6 Percent Sl opes

Ht B HOUDEK-DUDLEY-JERAULD COWPLEX, 2 TO 6 PERCENT SLOPES - The Houdek series consists of
deep, well drained soils formed in glacial till on uplands. Perneability is nbderate in
the solum and noderately slow in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Fl oodi ng i s NONE.

Ht B HOUDEK-DUDLEY-JERAULD COWPLEX, 2 TO 6 PERCENT SLOPES - The Dudl ey series consists of
deep, moderately well and sonewhat poorly drained soils formed in glacial till on uplands.
Perneability is slow or very slow This soil has high avail able water capacity and
noderate organic matter content. Flooding is NONE.

Ht B HOUDEK-DUDLEY-JERAULD COVPLEX, 2 TO 6 PERCENT SLOPES - The Jeraul d series consists of
very deep, noderately well or somewhat Poorly drained soils formed in glacial till on

upl ands. Perneability is slow or very slow This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE

HWMB - Houdek-Et han-Prosper Loams, 1 To 5 Percent Sl opes

HwWB HOUDEK-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Houdek series consists of
deep, well drained soils formed in glacial till on uplands. Perneability is noderate in
the solum and noderately slow in the underlying material. This soil has high avail able

wat er capacity and noderate organic matter content. Fl oodi ng i s NONE

HWB HOUDEK-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils fornmed in gIaC|aI till. They have noderate ﬁermeabl lity in the solum
and noderately slow perneability in the under | ying material. is soil has high avail able
wat er capacity and noderate organic nmatter content. Flooding is NONE.

HWB HOUDEK-ETHAN-PROSPER LOAMS, 1 TO 5 PERCENT SLOPES - The Prosper series consists of
very deep, noderately well drained soil formed in glacial till on uplands. Perneability is
noderate in the solum and noderately slow in the underlying materia This soil has high
avai |l abl e water capacity and hi gh organic nmatter content. Fl ooding i s NONE.
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HAWC - Houdek-Et han-Pr osper Loams, 2 To 9 Percent Sl opes

HWC HOUDEK-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Houdek series consists of
deep, well drained soils fornmed in glacial till on uplands. Perneability is noderate in
the solum and noderately slow in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

HAWC HOUDEK-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Ethan series consists of deep,
wel | drained soils formed in glacial till. They have noderate ﬁermeabi lity in the solum
and noderately slow pernmeability in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Flooding is NONE.

HAWC HOUDEK-ETHAN-PROSPER LOAMS, 2 TO 9 PERCENT SLOPES - The Prosper series consists of
very deep, noderately well drained soil forned in glacial till on uplands. Perneability is
nmoderate in the solumand nmoderately slow in the underlying material. This soil has high
avai |l abl e water capacity and high organic natter content. Flooding is NONE.

HyA - Houdek-Prosper Loanms, 0 To 3 Percent Sl opes

Hy A HOUDEK-PROSPER LOAMS, 0 TO 3 PERCENT SLOPES - The Houdek series consists of deeP, wel |
drained soils forned in glacial till on uplands. Perneability is noderate in the sol um and
nmoderately slow in the underlying material. This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE

Hy A HOUDEK-PROSPER LOAMS, 0 TO 3 PERCENT SLOPES - The Prosper series consists of very
deep, noderately well drained soil fornmed in glacial till on uplands. Perneability is
noderate in the solumand nmoderately slow in the underlying material. This soil has high
avai |l abl e water capacity and high organic natter content. Flooding is NONE.

Ln - Lane Silty Cay Loam

Ln LANE SILTY CLAY LOAM - The Lane series consists of deep, well drained and noderately
wel | drained soils formed in |local clayey alluviumon foot slopes, fans, and stream
terraces. These soils have noderately slow or slow perneability. This soil has high
avai |l abl e water capacity and high organic natter content. Flooding is RARE.

Lw - Lawet Loam

Lw LAVET LOAM - The Lawet series consists of very deep, poorly drained and somewhat poorly
drained soils forned in |oany alluviumon bottomlands. Perneability is noderate or
noderately slow. This soil has high avail able water capacity and nbpderate organic matter
content. Flooding is RARE.

Ohn - Onita Silt Loam 0 To 3 Percent Sl opes

On ONITA SILT LOAM 0 TO 3 PERCENT SLOPES - The Onita series consists of very deep, well
and noderately well drained soils formed in |ocal alluvium mai nI% on footslopes. These
soils have noderately slow and sl ow perneability. This soil has high avail able water
capacity and high organic matter content. Flooding is NONE.

O - Onita-Plankinton Silt Loans

Op ONI TA-PLANKI NTON SILT LOAMS — The Onita series consists of very deeP, wel I and
noderately well drained soils formed in |local alluviumnainly on footslopes. These soils
have noderately slow and sl ow perneability. This soil has high available water capacity
and high organic matter content. Flooding is NONE

Op_ ONI TA-PLANKI NTON SI LT LOAMS — The Pl ankinton series consists of deep, poorly drained
soils formed in local alluviumand glacial till in depressions and dral nageways on

upl ands. Perneability is slow or very slow This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE. Ponding duration is LONG

PgC - Peno-Gettys Conplex, 6 To 9 Percent Sl opes

PgC PENO-GETTYS COWPLEX, 6 TO 9 PERCENT SLOPES - The Peno series consists of very deep,
wel | drained soils formed in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE.

PgC PENO-GETTYS COWLEX, 6 TO 9 PERCENT SLOPES - The Cettys series consists of deep or
very deep, well drained soils formed in glacial till on uplands. The soils have noderately
sl ow perneability. This soil has noderate avail able water capacity and noderate organic
matter content. Flooding is NONE

Ph - Pits, Gavel
Ph PITS, GRAVEL - Orthents, gravelly consists of areas where gravel has been excavated and
renoved. Sone areas have been snoothed and 8 to 14 inches of [oany overburden has been

replaced. This soil has |ow avail able water capacity and organic natter content. Fl ooding
i s NONE.
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Pk - Plankinton Silt Loam

Pk PLANKI NTON SILT LOAM - The Pl anki nton series consists of deep, poorly drained soils
fornmed in local alluviumand glacial till in depressions and drai nageways on upl ands.
Perneability is slow or very slow This soil has high avail able water capacity and
nmoderate organic matter content. Flooding is NONE. Ponding duration is LONG

Pr - Pl anki nt on—-Cr osspl ai n Conpl ex

Pr PLANKI NTON-CROSSPLAI N COVPLEX - The Pl anki nton series consists of deep, poorly drained
soils formed in local alluviumand glacial till in depressions and drai nageways on

upl ands. Perneability is slow or very slow This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE. Ponding duration is LONG

Pr PLANKI NTON-CROSSPLAI N COVPLEX - The Crosspl ain series consists of deep, somewhat poorly
and poorly drained soils forned in glacial drift in swales and drai nageways of upl ands.
The soils have slow or noderately slow pernmeability. This soil has high avail able water
capacity and noderate organic matter content. Flooding is FREQ

ReA - Ree Loam 0 To 2 Percent Sl opes

ReA REE LOAM 0 TO 2 PERCENT SLOPES - The Ree series consists of very deep, well drained
soils formed in | oany sedinments on terraces and uplands. Perneability is noderate. This
soil has noderate avail abl e water capacity and noderate organic matter content. Flooding
i s NONE.

ReB - Ree Loam 2 To 6 Percent Sl opes

ReB REE LOAM 2 TO 6 PERCENT SLOPES - The Ree series consists of very deep, well drained
soils formed in | oany sedinments on terraces and upl ands. Perneability is noderate. This
soi | has noderate avail abl e water capacity and noderate organic matter content. Flooding
i s NONE.

RnA - Ree-Canni ng Loans, 0 To 2 Percent Sl opes

RnA REE-CANNI NG LOAMS, 0 TO 2 PERCENT SLOPES - The Ree series consists of very deep, well
drained soils formed in |oany sedinents on terraces and upl ands. Perneability is noderate.
This soil has noderate avail able water capacity and noderate organic matter content.

Fl oodi ng i s NONE.

RnA REE-CANNI NG LOAMS, 0 TO 2 PERCENT SLOPES - The Canni ng series consists of well drained
soils formed in loany material on terraces and outwash plains that are noderately deep
over sand and gravel. Perneability is noderate through the solumand rapid in the
underlying material. This soil has npderate avail able water capacity and noderate organic
matter content. Flooding is NONE

RnB - Ree-Canni ng Loans, 2 To 6 Percent Sl opes

RnB REE-CANNI NG LOAMS, 2 TO 6 PERCENT SLOPES - The Ree series consists of very deep, well
drained soils formed in |oany sedinents on terraces and uplands. Perneability is noderate.
This soil has noderate avail able water capacity and noderate organic matter content.

Fl oodi ng i s NONE.

RnB REE-CANNI NG LOAMS, 2 TO 6 PERCENT SLOPES - The Canni ng series consists of well drained
soils formed in loany material on terraces and outwash plains that are noderately deep
over sand and gravel. Perneability is noderate through the solumand rapid in the
underlying material. This soil has nobderate avail able water capacity and noderate organic
matter content. Flooding is NONE

Te - Tetonka Silt Loam

Te TETONKA SILT LOAM - The Tetonka series consists of deep, poorly drained soils formed in
| ocal alluviumin depressions on uplands. Perneability is very slow or slow This soil has
hi gh avail abl e water capacity and high organic matter content. Flooding is NONE. Ponding
duration is LONG

W - Water

w WATER - These are areas of water that are normally less than 40 acres in size. This soil
has avail abl e water capacity and organic matter content.

W - Wrthing Silty Cay Loam
W6 WORTHI NG SILTY CLAY LOAM - The Worthing series consists of deep, poorly and very poorly
drained soils forned in cl aye?/ al luvial sedinments in upland depressions. Perneability is

a

slow. This soil has high avail able water capacity and noderate organic natter content.
Fl ooding is NONE. Ponding duration is VERY LONG
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W - Wrthing Silty day Loam Ponded

W WORTHI NG SILTY CLAY LOAM PONDED - The Worthing series consists of deep, poorly and
very poorly drained soils forned in cl aﬁey al luvi al sedinments in upland depressions.
Perneability is slow This soil has high avail able water capacity and noderate organic
matter content. Flooding is NONE. Ponding duration is VERY LONG
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